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(2) The sequence of transfer oper-
ations; 

(3) The transfer rate; 
(4) The name or title and location of 

each person participating in the trans-
fer operation; 

(5) Particulars of the transferring 
and receiving systems; 

(6) Critical stages of the transfer op-
erations; 

(7) Federal, state, and local rules 
that apply to the transfer of dangerous 
articles and combustible liquids; 

(8) Emergency procedures; 
(9) Discharge containment proce-

dures; 
(10) Discharge reporting procedures; 
(11) Watch or shift arrangement; and 
(12) Transfer shutdown procedures; 
(i) The person in charge of the trans-

fer operations on the transferring ves-
sel or facility and the person in charge 
of transfer operations on the receiving 
vessel or facility agree to begin the 
transfer operations; and 

(j) Each person in charge required in 
this subpart is present.

§ 98.30–25 Requirements for transfer; 
cargo handling system. 

No person may transfer a product to 
or from a portable tank unless the 
cargo handling system meets the re-
quirements in subpart F of part 64 of 
this chapter.

§ 98.30–27 Connections. 

(a) Each person who makes a connec-
tion for a transfer operation shall— 

(1) Use suitable material in joints 
and couplings to make a tight seal; 

(2) Use a bolt in at least every other 
hole and in no case less than four bolts 
in each temporary connection utilizing 
an American National Standards Insti-
tute (ANSI) standard flange coupling; 

(3) Use a bolt in each hole of cou-
plings other than ANSI standard flange 
couplings; 

(4) Use a bolt in each hole of each 
permanently connected flange cou-
pling; 

(5) Use bolts of the same size in each 
bolted coupling; and 

(6) Tighten each bolt and nut uni-
formly to distribute the load. 

(b) No person who makes a connec-
tion for a transfer operation may use 
any bolt that shows signs of strain or is 
elongated or deteriorated. 

(c) No person may use a connection 
for transfer operations unless it is— 

(1) A bolted or full threaded connec-
tion; or 

(2) A quick-connect coupling accept-
ed by the Coast Guard.

§ 98.30–29 Piping incompatible prod-
ucts. 

No person may pipe a portable tank 
with another tank that contains a 
chemically incompatible product.

§ 98.30–31 Conditions for pumping. 

No person may start pumping a prod-
uct to or from a portable tank or if 
started, continue to pump if— 

(a) There is an electrical storm; 
(b) A fire occurs— 
(1) On the deck; 
(2) On the vessel; 
(3) In the vicinity; or 
(c) The cargo hose ruptures or leaks.

§ 98.30–33 Warning signals. 

(a) If the vessel is moored, no person 
may transfer to or from a portable 
tank a product with a flashpoint of less 
than 300° F unless the person in charge 
displays a— 

(1) Red flag by day; and 
(2) Red electric lantern by night. 
(b) If the vessel is at anchor, no per-

son may transfer to or from a portable 
tank a product with a flashpoint of less 
than 300° F unless the person in charge 
displays a red flag. 

(c) The signal required in paragraphs 
(a) and (b) of this section must be visi-
ble on all sides of the vessel.

§ 98.30–35 Warning sign at gangway. 

If a vessel is moored, no person may 
transfer to or from a portable tank a 
product with a flashpoint of less than 
300° F unless the person in charge dis-
plays at each gangway or access that is 
open for use a warning placard con-
taining the following in letters 2 inches 
in height or larger: 
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WARNING 

No open lights 

No smoking

§ 98.30–37 Firefighting requirements. 
No person may lift a portable tank 

on or off a vessel, or transfer a product 
with a flashpoint of less than 300° F to 
or from a portable tank unless— 

(a) Water pressure is maintained on 
the firemain; 

(b) Firehoses, fitted with a Coast 
Guard approved combination nozzle, 
are attached to each fire hydrant in 
the vicinity of the portable tanks; 

(c) Except as provided in § 98.30–39, 
fire extinguishers of a dry chemical 
type are— 

(1) Located to protect the deck area 
10 feet in any horizontal direction from 
each portable tank and its associated 
cargo handling system; 

(2) Coast Guard approved; and 
(3) Capable of covering the deck area 

without being moved; 
(d) In a deck area of 500 square feet or 

less, there are 2 or more dry chemical 
fire extinguishers of 300 pounds or more 
total capacity of extinguishing agent; 
and 

(e) In a deck area of more than 500 
square feet, there are 3 or more dry 
chemical fire extinguishers of 450 
pounds or more total capacity of extin-
guishing agent.

§ 98.30–39 Alternate fire extinguishing 
system. 

An alternative to the fire extin-
guishing system required in § 98.30–37(c) 
may be approved in accordance with 
procedures contained in subpart 90.15 of 
this chapter.

Subpart 98.31—Control of Pollution 
From NLS Cargoes on Ocean-
going Offshore Supply Vessels

SOURCE: CGD 82–004 and CGD 86–074, 62 FR 
49321, Sept. 19, 1997, unless otherwise noted.

§ 98.31–5 Applicability. 
This subpart applies to each offshore 

supply vessel contracted for, or the 
keel of which was laid, before March 15, 
1996, that is oceangoing as defined in 33 

CFR 151.05(j) and that carries noxious 
liquid substances (NLSs) as defined in 
§ 153.2 of this chapter in bulk, including 
carriage in portable tanks.

§ 98.31–10 Certificate of inspection and 
NLS certificate endorsements. 

(a) The Coast Guard issues the en-
dorsed Certificate of Inspection or NLS 
Certificate required by § 98.31–15 for 
every vessel under this subpart to 
carry NLSs if the vessel— 

(1) Has the Cargo Record Book pre-
scribed in § 153.490(a)(1) of this chapter; 
and 

(2) Unless it discharges no NLS resi-
dues as defined in § 153.2 of this chapter 
to the sea, meets the requirements in 
§§ 153.470 through 153.491 of this chap-
ter. 

(b) Each vessel under this subpart 
that does not meet the requirements in 
§§ 153.470 through 153.491 of this chapter 
must have a statement on its Certifi-
cate of Inspection or NLS Certificate 
stating that the vessel is prohibited 
from discharging NLS residues to the 
sea.

§ 98.31–15 Operating requirements. 

No person may operate a vessel that 
carries a bulk liquid cargo of NLS un-
less the vessel— 

(a) Has on board a Certificate of In-
spection and, if it is a vessel making a 
foreign voyage, an NLS Certificate en-
dorsed under § 98.31–10 with the name of 
the NLS cargo; 

(b) Discharges no NLS residues to the 
sea unless the vessel meets— 

(1) The equipment requirements in 
§ 98.31–10(a)(2); and 

(2) The operating requirements pre-
scribed for oceangoing ships carrying 
NLSs in §§ 153.901, 153.903, 153.909, and 
153.1100 through 153.1132 of this chapter.

Subpart 98.33—Portable Tanks for 
Certain Grade E Combustible 
Liquids and Other Regulated 
Materials

SOURCE: CGD 84–043, 55 FR 37412, Sept. 11, 
1990, unless otherwise noted.
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